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Main speci� cations

Number of channels 4 audio channels, 2 mic channels

Input ports CD/LINE×6 (RCA), PHONO×2 (RCA)

 DIGITAL IN×4 (COAXIAL)

 MIC×2 (front-panel XLR & 1/4 inch JACK dual purpose×1, 1/4 inch JACK×1)

Output ports MASTER OUT×2 (RCA×1, XLR×1)

 BOOTH OUT×1 (1/4 inch JACK)

 HEADPHONE MONITOR OUT×1 (top surface 1/4 inch JACK×1)

 REC OUT×1 (RCA)

 DIGITAL OUT×1 (COAXIAL)

Other ports SEND×1 (1/4 inch JACK), RETURN×1 (1/4 inch JACK)

 MIDI OUT×1 (5-Pin DIN), USB B port×1, LINK port×1 (RJ45)

Sampling rate 96 kHz

D/A converter 32-bit

A/D converter 24-bit

Frequency response 20 Hz - 20 kHz

Total Harmonic Distortion ratio 0.004% or less

S/N ratio 107 dB or greater (LINE)

Head room 19 dB

Power source 100V AC (50 Hz/60 Hz)

Power consumption 42 W

Maximum dimensions 331 mm (W) × 409 mm (D) × 108 mm (H)

Unit weight 7.1 kg
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Introducing the DJM-900nexus: the next generation mixer that delivers ultimate computer 
connectively, up-to-date effects, high performance features and powerful sound.
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