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Cirrus TLO D Cirrus TLO P Cirrus TLO R

Cirrus TLO Q Cirrus TLO T Cirrus TLO S

Trim details
The Cirrus TLO version offers the designer the opportunity to blend the design into different 
interiors by the addition of further trim details. 

KC Version
The KC version offers the possibility to change ‘Kelvin Colour’ temperature from the warm 
2700K to cold 6500K and is particularly designed for environments where a dynamic  
lighting solution is desired. 
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2x24W T5 

LOR:	 77%

Up/Down:	 59/710 lm/klm

cd/klm

100

150

200

300

Cirrus SLO
The recessed version of Cirrus with the shallow dropped central unit is designed primarily for the modern 
office environment. The optical system based in the dropped central unit provides a soft indirect illumination 
of the back reflector and ceiling. The luminaire features a micro prism panel to control the direct light.

Micro prism optic. 

Ultra shallow housing and 
dropped central unit.

Direct/indirect light 
distribution enables lighting 
scheme compliability to 
guidelines in Lighting Guide 
7; Office Lighting. 

Anodised trim detail on unit.

Lighting Distribution

Direct/indirect.

Optics

Direct: Linear Anti-glare micro 
prism optic (Lens-L).  
Indirect: Dedicated back reflector 
system, white. 

Materials and Finish 
Housing and back reflector: 
Sheet steel, powder coated 
special pure white. 
Dropped central unit: Sheet 
steel, powder coated textured 
sparkle grey. 
Trim detail: Extruded aluminium, 
matt anodised. Lens optic from 
acrylic PMMA.

Control Gear

HF or HF Emergency 3 hour.  
Other options available on request.

Protection

Class I, IP20.

Mounting/Connection

Recessed. For ceilings with 
exposed T-Carriers 15/24 mm. 
(Type T). Pre-wired with cable 
(2.5m).

How to specify
A shallow recessed direct/indirect twin 
lamp luminaire, 600x600mm sheet steel 
construction, finished special pure white, 
central dropped unit in textured sparkle 
grey with trim detail finished in matt 
anodised aluminium, to fit the specified 
ceiling system. Complete with HF/HF-Dim 
DALI control gear. Direct light controlled 
by a linear anti-glare micro prism optic 
(Lens-L), fitted in the dropped central unit, 
special shaped back reflectors providing the 
indirect element to achieve 77% LOR and 
7% ULOR and maximum 1500cd/m2 above 
65 degree elevation. Supplied with  
2.5 metre cable and 4000K lamps.  
As Riegens CIRRUS SLO range. 

Mål / Udgaver
Watt L1 L2 W1 W2 H1 H2 X Y Z

2x24W 600 600 144 30

LAMPS	 Profile	 Module	 L	 W	 H1	 H2

24W	 T	 600x600	 595	 595	 65	 144

LW

H1

Wt (kg) Order Code

White

2x24W T5 HF 5.3 8246 063 049

HF Emergency 3H 6.5 8246 063 065

HF-Dim DALI 5.3 8246 063 078

HF-Dim DALI Emergency 3H 6.5 8246 063 308

Direct/Indirect Linear Lens optic 
Incl. lamps colour 840 (4000K)

H2
H1
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LAMPS	 L	 D	 H1	 H2	 Cut-Out

18/26W	 417	 234	 142	 40	 200	

32W	 490	 280	 172	 40	 250

Wt (kg) Order Code

Grey

2x18W TC-TEL HF 2.1 8246 062 587

HF Emergency 3H 3.9 8246 062 590

HF-Dim DALI 2.1 8246 062 600

HF-Dim DALI Emergency 3H 3.9 8246 063 311

2x26W TC-TEL HF 2.1 8246 062 626

HF Emergency 3H 3.9 8246 062 639

HF-Dim DALI 2.1 8246 062 642

HF-Dim DALI Emergency 3H 3.9 8246 063 324

 

Cirrus 200, direct, circular Lens optic (Lens-R)

Wt (kg) Order Code

Grey

2x32W TC-TEL HF 2.6 8246 062 655

HF Emergency 3H 5.4 8246 062 668

HF-Dim DALI 2.6 8246 062 671

HF-Dim DALI Emergency 3H 5.4 8246 063 337

 

Cirrus 250, direct, circular Lens optic (Lens-R)

Cirrus 200/250
A circular recessed luminaire with micro lens optic. This downlighter can be used in many 
applications and is an excellent addition to complement the Cirrus range.  

Circular micro lens optic. 

Two module diameters.

Compact fluorescent lamps. 

Textured sparkle grey.

Trim detail in matt anodised 
aluminium. 

Lighting Distribution

Direct.

Optics

Direct: Reflector optic, mirror 
finish. Anti-glare micro prism 
optic; Circular (Lens-R).

Materials and Finish

Recessed main housing: Flame 
retardant polycarbonate. 
Reflector in aluminium. 
Dropped housing: Aluminium, 
powder coated textured sparkle 
grey. 
Trim detail: Extruded aluminium, 
matt anodised. 
Lens optic from acrylic PMMA. 

Control Gear

HF, HF-Dim DALI or HF Emergency 
3 hour. 
Other options available on request.

Protection

Class I, IP20. 

Mounting/Connection

Recessed with tri-wing fixing 
arrangement (1-40mm ceiling 
thickness). Screwless terminal 
block. 

How to specify
A recessed twin lamp 220/270mm 
diameter x 142/175mm deep downlighter 
with a ceiling cut-out of 200/250mm, 
manufactured from flame retardant 
moulded dark grey polycarbonate with 
integral HF control gear to operate TC-TEL 
lamps wired to a 5 pole loop in/out push 
wire terminal block. Supplied with unique 
tri-wing arms suitable for fixing into ceilings 
with a thickness of 1-40mm. Complete with 
an aluminium dropped housing, powder 
coated textured sparkle grey and an 
extruded aluminium, matt anodised trim 
detail. Direct illumination provided by a 
circular anti-glare micro prism optic with a 
dedicated spun aluminium back reflector.  
As Riegens CIRRUS 200/250 range.

Mål / Udgaver
Watt L1 L2 W1 W2 H1 H2 X Y Z

234 234 40

Cirrus Ring 200

D

H1

L

H2
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2x26W TC-TEL Lens-R

LOR:	 38%

Up/Down:	 0/377 lm/klm

cd/klm

160

240

300
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Mirac
Mirac features the latest RT5 optic and is suitable for areas where good 
lighting technique and an energy efficient solution is required. 
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RT5 optic gives an 
extremely high light output.

Enables design scheme 
compliability with the BS-EN 
12464 Standard.

The shallow construction 
requires a minimum ceiling 
void.

Light Distribution
Direct.

Optics
Direct: Double parabolic louvre, 
satin-matt. 

Materials and Finish
Housing: Sheet steel, powder 
coated, white RAL9010 25% 
gloss. Reflectors and louvres in 
MIRO quality. 

Control Gear
HF or HF Emergency 3 hour. 
Other options available on request.

Protection
Class I, IP20.

Mounting/Connection
Recessed. For ceilings with 
exposed T-Carriers 15/24 mm. 
(Type T). Alternative for ceilings 
with a concealed suspension 
system or plasterboard ceilings 
(Type H/C). Cable entry on rear 
of luminaire. Fitted with a panel 
mounted 3 or 5 pole male plug. 
(Female socket for electrical 
connection to be ordered 
separately.)

How to specify
Recessed twin, triple or quadruple lamp 
luminaire, 600x600/300x1200mm, sheet 
steel construction, finished powder coated 
white RAL9010 25% gloss to fit the 
specified ceiling system. Complete with 
a highly efficient double parabolic satin-
matt aluminium louvress (MIRO quality). 
Minimum LOR of 84%, fitted with panel 
mounted male plug.  
As Riegens MIRAC range.

Projekt 1
17.09.2007

Designer
Telefon

Fax
E -mail

Riegens A I051001L Mirac Split 3x14W T5 DP Satin / Lysfordelingskurve (pol ær)

Armatur: Riegens A I051001L Mirac Split 3x14W T5 DP Satin
Lamper: 3 x 14W T5

200

300

400

500

83%
C0 - C180 C90 - C270

DIALux 4.4 by DIAL GmbH Side 1

cd/klm

3x14W T5 DP Satin-matt
LOR:	 84%
Up/Down:	 0/835 lm/klm

cd/klm

200

300

400

500

Projekt 1
17.09.2007

Designer
Telefon

Fax
E -mail

Riegens A I051001L Mirac Split 3x14W T5 DP Satin / Lysfordelingskurve (pol ær)

Armatur: Riegens A I051001L Mirac Split 3x14W T5 DP Satin
Lamper: 3 x 14W T5

200

300

400

500

83%
C0 - C180 C90 - C270

DIALux 4.4 by DIAL GmbH Side 1

cd/klm

4x14W T5 DP Satin-matt
LOR:	 84%
Up/Down:	 0/835 lm/klm

cd/klm

200

300

400

500

H

Mål / Udgaver

Watt L1 L2 W1 W2 H1 H2 X Y Z

3/4x14W 595 595 60

2x28W 1195 295 60

Mirac-Mirac Splitt_streg

	

LAMPS	 Profile	 Module	 L	 W	 H	

14/24W	 T	 600x600	 595	 595	 60

28/54W	 T	 1200x300	 1195	 295	 60

14/24W	 H/C	 600x600	 599	 299	 60

28/54W	 H/C	 1200x300	 1199	 299	 60

LW

 

Wt (kg) Order Code

Exposed T 15/24mm

3x14W T5 HF 5.5 8246 057 372

HF Emergency 3H 6.1 8246 060 819

4x14W T5 HF 5.7 8246 057 385

HF Emergency 3H 6.3 8246 060 835

3x24W T5 HF 5.5 8246 057 673

HF Emergency 3H 6.1 8246 060 851

4x24W T5 HF 5.7 8246 057 686

HF Emergency 3H 6.3 8246 060 877

Accessory

3-pole female plug for electrical connection (STD) 8249 041 165

5-pole female plug for electrical connection (EMG) 8249 041 178

Module 600x600, double parabolic louvre, satin-matt

Wt (kg) Order Code

Exposed T 15/24mm

2x28W T5 HF 5.5 8246 057 398

HF Emergency 3H 6.1 8246 060 893

2x54W T5 HF 5.5 8246 057 408

HF Emergency 3H 6.1 8246 060 916

Accessory

3-pole female plug for electrical connection (STD) 8249 041 165

5-pole female plug for electrical connection (EMG) 8249 041 178

Module 300x1200, double parabolic louvre, satin-matt

Wt (kg) Order Code

Concealed grid ceiling

3x14W T5 HF 5.7 8246 057 330

HF Emergency 3H 6.3 8246 060 932

4x14W T5 HF 5.9 8246 057 343

HF Emergency 3H 6.5 8246 060 958

3x24W T5 HF 5.7 8246 057 657

HF Emergency 3H 6.3 8246 060 974

4x24W T5 HF 5.9 8246 057 660

HF Emergency 3H 6.5 8246 060 990

Accessory

3-pole female plug for electrical connection (STD) 8249 041 165

5-pole female plug for electrical connection (EMG) 8249 041 178

Module 600x600, double parabolic louvre, satin-matt

Wt (kg) Order Code

Concealed grid ceiling

2x28W T5 HF 5.7 8246 057 356

HF Emergency 3H 6.1 8246 061 012

2x54W T5 HF 5.7 8246 057 369

HF Emergency 3H 6.1 8246 061 038

Accessory

3-pole female plug for electrical connection (STD) 8249 041 165

5-pole female plug for electrical connection (EMG) 8249 041 178

Module 300x1200, double parabolic reflector, satin-matt

p. 286-287
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Mirac IP44
Mirac IP44 is constructed to cope with environments containing dust and humidity. This 
includes installations where hygiene and cleanliness is of vital importance, for example in 
hospitals or in the pharmaceutical industry.

IP44 Protection.

Cover in toughened safety 
glass.

Screwless glass frame, 
supported by wishbone 
springs, making access for 
maintenance easy via use of 
a suction cup.

Smooth projection free 
surface to front facia, 
allowing ease of cleaning.

The shallow construction 
requires a minimum ceiling 
void.

Innovative RT5 optic 
secures good glare control 
and extremely high light 
output.

Light Distribution

Direct.

Optics

Direct: Double parabolic louvre, 
satin-matt. Clear toughened glass. 

Materials and Finish

Housing: Sheet steel, powder 
coated special pure white. 
Reflectors and louvres in MIRO 
quality. Cover in toughened 
glass.

Control Gear

HF or HF Emergency 3 hour. 
Other options available on request. 

Protection

Class I, IP44.

Mounting/Connection

Recessed. For ceilings with 
exposed T-Carriers 15/24 mm. 
(Type T). Alternative for ceilings 
with a concealed suspension 
system or plasterboard ceilings 
(Type H/C/Pb). Pre-wired with 
cable (2.5m). 

How to specify
Recessed IP44 twin or quadruple lamp 
luminaire, 600x600/300x1200mm, sheet 
steel construction, finished powder coated 
special pure white to fit the specified ceiling 
system. Complete with a toughened glass 
cover, fitted into a sprung fixed screwless 
frame, highly efficient double parabolic 
satin-matt aluminium louvres (MIRO 
quality). Complete with 2.5 metre cable and 
3000K lamps. Minimum LOR of 78%. 
As Riegens MIRAC range.

Projekt 1
17.09.2007

Designer
Telefon

Fax
E -mail

Riegens A I060319D Mirac 4x14W T5 RT5 Satin + IP44 glass / Lysfordelingskurve
(pol ær)

Armatur: Riegens A I060319D Mirac 4x14W T5 RT5 Satin + IP44 glass
Lamper: 4 x 14W T5

200

300

500

78%
C0 - C180 C90 - C270

DIALux 4.4 by DIAL GmbH Side 1

cd/klm
4x14W T5 DP Satin-matt

LOR:	 78%

Up/Down:	 0/776 lm/klm

cd/klm

200

300

500

Wt (kg) Order Code

4x14W T5 HF 11.2 8246 054 096

HF Emergency 3H 11.8 8246 059 697

Module 600x600, double parabolic louvre, satin-matt  
Incl. lamps colour 830 (3000K)

Wt (kg) Order Code

2x28W T5 HF 11.2 8246 054 977

HF Emergency 3H 11.8 8246 059 707

Accessory

Suction cup 0.1 8249 037 441

Module 300x1200, double parabolic louvre, satin-matt  
Incl. lamps colour 830 (3000K) 

LAMPS	 Profile	 Module	 L	 W	 H	

14W	 T/H/C/Pb	 600x600	 599	 599	 75

28W	 T/H/C/Pb	 1200x300	 1199	 299	 75

Mål / Udgaver

Watt L1 L2 W1 W2 H1 H2 X Y Z

14W 599 599 75

28W 1199 299 75

Mirac IP44_streg

L
W

H
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Codos
Codos is an elegant and efficient semi-recessed luminaire that helps to 
meet the guidelines as stated in LG7 for lighting an office.

Ultra shallow, semi-recessed 
luminaire.

Direct/indirect light 
distribution enables lighting 
scheme compliability 
according to guidelines as 
stated in Lighting Guide 7; 
Office Lighting. 

Provides the optimum 
distribution on the walls, 
ceiling and working plane.

Designed for perfect 
integration within the most 
popular ceiling types.

Light Distribution

Direct/Indirect.

Optics

Direct: Double parabolic louvres, 
satin-matt. 
Indirect: Back reflector system. 

Materials and Finish

Housing, back reflector and 
perforated dropped central 
unit: Sheet steel, powder coated 
special pure white. Reflectors 
and louvres in MIRO quality. 

Control Gear

HF or HF Emergency 3 hour. 
Other options available on request.

Protection

Class I, IP20.

Mounting/Connection

Recessed. For ceilings with 
exposed T-Carriers 15/24 mm. 
(Type T). Alternative for ceilings 
with a concealed suspension 
system or plasterboard ceilings 
(Type H/C/Pb). Fitted with a male 
plug. Female socket for electrical 
connection included. 

How to specify
A semi-recessed quadruple lamp direct/
indirect luminaire, 600x600mm ultra 
shallow sheet steel construction, with laser 
welded ‘indiscernible join’ end caps, finished 
powder coated special pure white, to fit the 
specified ceiling system. Complete with HF 
control gear, a dedicated back reflector for 
soft indirect distribution, complete with two 
double parabolic satin-matt louvres (MIRO 
quality) for direct distribution. All located in 
a perforated dropped curved central unit. 
Mounted with a male plug with the female 
section provided.  
As Riegens CODOS range. !"#$%&'ÿ(
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4x14W T5 DP Satin-matt

LOR:	 61%

Up/Down:	 37/569 lm/klm

cd/klm

80

120

160

240

200

LAMPS	 Profile		  L1	 L2	 W	 H1	 H2

14W	 L (Exposed T 15)		  620	 584	 584	 82	 50

14W	 L (Exposed T 24)		  620	 575	 575	 82	 50

14W	 H/C		  620	 599	 599	 82	 50

Mål / Udgaver

Watt L1 L2 W1 W2 H1 H2 X Y Z

1x28/54W 1200 200 80 30

L1

W

H2

L2

H1

Wt (kg) Order Code

Exposed T15mm

4x14W T5 HF 5.4 8246 061 041

HF Emergency 3H 7.4 8246 061 054

Exposed T24mm

4x14W T5 HF 5.4 8246 061 067

HF Emergency 3H 7.4 8246 061 070

Concealed grid ceiling

4x14W T5 HF 5.4 8246 061 083

HF Emergency 3H 7.4 8246 061 096

Module 600x600, double parabolic louvre, satin-matt 
Perforated dropped central unit
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Arbos DI
Arbos DI combines all the benefits of direct and indirect  
lighting in a simple and elegant body style. 

Highly efficient double 
parabolic louvre optic 
ensures optimum light 
control.

Flush central unit.

Available as symmetrical 
or asymmetrical version 
to increase vertical 
illuminance.

Light Distribution

Direct/Indirect symmetric or 
Direct/Indirect asymmetric.

Optics

Direct: Double parabolic louvre, 
satin-matt.  
Indirect: Curved white back 
reflector. 

Materials and Finish

Housing and back reflector: 
Sheet steel, powder coated 
special pure white. Louvre in 
aluminium. Dropped central unit 
with acrylic opal liner. 

Control Gear

HF or HF Emergency 3 hour. 
Other options available on request.

Protection

Class I, IP20.

Mounting/Connection

Recessed. For ceilings with 
exposed T-carriers 15/24 mm 
(Type T).

How to specify
A recessed twin lamp direct/indirect 
luminaire, 600x600mm, sheet steel 
construction, finished powder coated 
special pure white to fit the specified 
ceiling system. Complete with HF control 
gear, a dedicated back reflector system 
(symmetrical or asymmetrical), with one 
or two highly efficient double parabolic 
satin-matt louvre (MIRO quality) set into a 
recessed micro perforated flush central unit 
with an opal liner.  
As Riegens ARBOS DI range. 
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2x40W TC-L Satin-matt

LOR:	 62%

Up/Down:	 0/621 lm/klm

cd/klm

100

150

200

300
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2x40W TC-L Asym. Satin-matt

LOR:	 57%

Up/Down:	 0/566 lm/klm

cd/klm

100

150

200

300

LAMPS	 Profile	 Module	 L	 W	 H	

40/55W	 T	 600x600	 595	 595	 100

Mål / Udgaver
Watt L1 L2 W1 W2 H1 H2 X Y Z

2x40/55W 595  595  100     
          
          
          
          
          
          
          
          
          

H

W L

Wt (kg) Order Code

Symmetrical

2x40W TC-L HF 7.0 8246 061 753

HF Emergency 3H 8.2 8246 061 766

2x55W TC-L HF 7.0 8246 061 779

HF Emergency 3H 8.2 8246 061 782

Asymmetrical

2x40W TC-L HF 7.0 8246 061 986

HF Emergency 3H 8.2 8246 061 999

2x55W TC-L HF 7.0 8246 062 008

HF Emergency 3H 8.2 8246 062 011

Module 600x600, exposed T15/24mm  
Double parabolic louvre, satin-matt
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